
 
 
 
 

Manual Deck Light 30mm 6-set 00688 
 
Placera ut belysningarna på lämplig plats innan 
transformatorn sätts i vägguttaget.  
Koppla ihop belysningarna med varandra. 
Sätt i transformatorn i ett vägguttag. 
Kontrollera att varje belysning har strömtillförsel  
innan dom fälls ner i trädecket. 
Decklight: 12V, 0.5W, med 6st varmvita LED. 
IP67. 
 
Transformator 230V/12VAC-12Va,  
IP44 godkänd för placering utomhus eller 
inomhus. 
18st belysningar kan kopplas till samma 
transformator. 
Kabeln till denna transformator kan inte 
lagas/ersättas. 
Om kabeln skadas måste transformatorn bytas ut. 
 
 
Position the lights in the appropriate location 
before The transformer is plugged in. 
Connect the lights together. 
Insert the transformer into a wall outlet. 
Check that each light has power before fix in wooddeck. 
Decklight: 12V, 0.5W, with 6pcs warm white LED. IP67. 
 
Transformer 230V / 12VAC-12Va, 
IP44 approved for outdoor or indoor installation. 
18th lights can be connected to the same transformer. 
The cable to this transformer can not be changed / replaced. 
If the cable is damaged, the transformer must be replaced. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


