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Namn: Busch-Vakt

Busch-Vakt, 180, glödljus, Ljusrör,  Elektronik.trafo, Standard, infälld Jussi

Busch-Vakt

Typ: 6804U/6810-214

EAN: 4011395158197

E-nr: 1300005

Beskrivning: Rörelsevakt 230V, 60 – 420VA, IP20, för infällt montage. Övervakningsområde 180°
ca 8 meter åt sidorna och ca 12 meter framåt i monteringshöjden. För 230V lysrör
och halogenlampor samt elektronisk låg-spänningstransformator (ej för
transformator med järnkärna). Ställbar ljusnivå 5 – 1000lux, fast frånslagsfördröjd tid
80 sekunder. Monteringshöjd  1 – 1,2m.
Tvåledarkoppling (inmatning fas och utmatning fas)

Förpackning: 1/10

Enhet: st

K

Tekniska uppgifter

Dimensioner
Weight 160 g
Klassificering
Enclosure class IP20
Elektriska storheter
Rated voltage 230 V
Breaking capacity 60 … 420 VA
Note Two-wire installation
Elektronik
Twilight switch 5 … 1000 Lux
Switching time Kiinteä 80 s
Detection area 180º. Eteenpäin 12m, sivusuuntaan 8m.
Operating frequency 50 Hz
Applicability 230V incandescent and halogen lamps, electronic or conventional transformers
Färger
Colour Vit
Omgivning
Operating temperature 0 … 35 °C
ETIM
ETIM 7 EC000138 (EC000138)
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ETIM 7ETIM 7
Constant light control
HVAC-control
Networkable
Suitable for wireless transmission
Creep-under protection
Response value sensitivity
adjustable
Response value luminosity
adjustable
Teach-function for response value
luminosity
Dim function with dimmer basic
element
Animal zone
Staircase monitoring
Halogen free
Operation mode switch
Switch-off delay self-learning
Detection angle horizontal
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