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Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮
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140mm
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Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

XF-A3202

(exibel UX50)

-7-

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there 2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202
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Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.
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4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202
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performance of the product.
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4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.
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is being used>>Properties>>levels>>drag progress bar to adjust volume of output.
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1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
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(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 
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Gaming microphone
Art. no  39-3948    Model  exibel UX50

Please read the entire instruction manual before using the 
product and then keep it for future reference. We accept no 
liability for any errors in the text or images and we reserve the 
right to make any necessary changes to technical data. If you 
have technical problems or other questions, please contact our 
customer service team.

Product description

Installation Mac: Select the device and adjust the sound 
settings

1.	 Touch button:
	- Press once to deactivate 
the microphone and once 
more to activate it.
	- Press and hold for 2 
seconds to activate 
noise reduction and 
for 2 more seconds to 
deactivate it.

2.	 Microphone
3.	 LED indicator:

	- Blue: The microphone  
is active
	- Red: The microphone  
is inactive 
	- Green: Noise reduction 
is active.

4.	 RGB: Press to select one 
of 10 different light modes 
for the microphone. 

5.	 MIC: Adjust the 
microphone volume.

6.	 MID: Adjust the balance 
between the microphone 
and computer sound to 
the headphones.  

7.	 Nut: Slacken the nut to 
adjust the microphone 
through 360 degrees or to 
angle it.

8.	 Base
9.	 Headphone socket
10.	USB-C port

Connect the USB-C port (A) to the microphone and either the 
USB-C or the USB-A port (B) to a computer. The microphone 
will be installed automatically and the LED indicator will come on 
to show that the microphone is active.

Windows: Selecting the device and adjusting 
the sound settings
1.	 Right click on the 

sound icon on the 
taskbar (next to the 
clock) and select  
Open sound settings.

2.	 Under Input, select 
exibel UX50. 

3.	 Select exibel UX50 under Output if you want to use the 
headphone socket on the microphone. If you have already 
connected headphones to the computer, you do not need to 
change this setting.

1.	 Go to Settings.

3.	 Click on the Input 
tab and select 
exibel UX50. 

2.	 Click on Sound.

4.	 Click on the 
Output tab. Select 
exibel UX50 if 
you want to use 
the headphone 
socket on the 
microphone. If you have already connected headphones to 
the computer, you do not need to change this setting.

Responsible disposal
This symbol indicates that the product should not 
be disposed of with general household waste. This 
applies throughout the entire EU. To prevent any 
harm to the environment or health hazards caused by 
incorrect waste disposal, the product must be handed 
in for recycling so that the materials can be disposed 
of in a responsible way. To recycle the product, take it to your 
local recycling facility or contact the retailer. They will ensure 
that the product is disposed of in a way that does not harm the 
environment.

Specifications
Mic. dimensions	 21.5 cm x 4.5 cm in diameter
Base dimensions	 9.5 cm in diameter
USB cables	 USB-C to USB-C and USB-A
Ports	 USB-C input 
	 Microphone input
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working. Your computer will automatically recognize the USB device and install the 
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Preferences.
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3.  Specification
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Frequency response: 80Hz-20000Hz
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S/N: ≥96dB
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Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB
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AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
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Type-C interface
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4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202
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Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.
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(2) Select the recording tab, and then select "XF-A3202" As the default device. If there 2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.
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The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.
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Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮
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Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

exibel UX50

adjust the input volume

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

exibel UX50

output volume.
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Ver. 20250227

Gamingmikrofon
Art.nr  39-3948    Modell  exibel UX50

Läs igenom hela bruksanvisningen före användning och spara 
den sedan för framtida bruk. Vi reserverar oss för ev. text- och 
bildfel samt ändringar av tekniska data. Vid tekniska problem 
eller andra frågor, kontakta vår kundtjänst.

Produktbeskrivning

Installation Mac, välj enhet och justera ljudinställningarna

1.	 Touchknapp:
	- Tryck en gång för att 
inaktivera mikrofonen 
och en gång till för att 
aktivera den.
	- Håll in 2 sekunder för att 
aktivera brusreducering, 
och 2 sekunder igen 
för att avaktivera 
brusreduceringen.

2.	 Mikrofon
3.	 LED-indikator:

	- Blå: Mikrofonen är aktiv
	- Röd: Mikrofonen är 
inaktiverad 
	- Grön: Brusreducering  
är aktiv.

4.	 RGB: Tryck och välj  
mellan 10 olika ljuslägen 
på mikrofonen 

5.	 MIC: Justera 
mikrofonvolym.

6.	 MID: Justera balansen 
mellan mikrofonen 
och datorljudet ut till 
hörlurarna.  

7.	 Mutter: lossa muttern för 
att justera mikrofonen  
360 grader eller vinkla.

8.	 Fot
9.	 Hörlursutgång
10.	USB-C-anslutning

Anslut USB-C-kontakten (A) till mikrofonen och antingen USB-C 
eller USB-A (B) till en dator. Mikrofonen installeras automatiskt 
och LED-indikatorn tänds för att visa att mikrofonen fungerar.

Windows, välj enhet och justera 
ljudinställningarna
1.	 Högerklicka på 

ljudikonen nere i 
aktivitetsfältet (bredvid 
klockan) och välj 
Ljudinställningar.

2.	 Välj exibel UX50 under 
ingång. 

3.	 Välj exibel UX50 under utgång om du vill använda 
hörlursporten på mikrofonen. Om du redan har anslutna 
hörlurar till datorn behöver du inte röra den här inställningen.

1.	 Gå till Inställningar.

3.	 Tryck på fliken 
ingång, välj 
exibel UX50. 

2.	 Tryck på Ljud.

4.	 Tryck på fliken 
utgång. Välj 
exibel UX50 om 
du vill använda 
hörlursporten på 
mikrofonen. Om 
du redan har anslutna hörlurar till datorn behöver du inte röra 
den här inställningen.

Avfallshantering
Denna symbol innebär att produkten inte får kastas 
tillsammans med annat hushållsavfall. Detta gäller 
inom hela EU. För att förebygga eventuell skada på 
miljö och hälsa, orsakad av felaktig avfallshantering, 
ska produkten lämnas till återvinning så att 
materialet kan tas omhand på ett ansvarsfullt sätt. 
När du lämnar produkten till återvinning, använd dig av de 
returhanteringssystem som finns där du befinner dig eller 
kontakta inköpsstället. De kan se till att produkten tas om hand 
på ett för miljön tillfredställande sätt.

Specifikationer
Mått microfon	 21,5 x  Ø 4,5 cm
Mått fot	 Ø 9,5 cm
USB kabel	 USB-C till USB-C och USB-A
Anslutningar	 UCB-C-in 
	 Mikrofoningång
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Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮

105mm

140mm
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Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

XF-A3202

(exibel UX50)

-7-

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there 2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.
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Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮

105mm

140mm
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Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202
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Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.
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INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

exibel UX50

adjust the input volume

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

exibel UX50

output volume.

Ver. 20250227

Gaming-mikrofon
Art.nr.  39-3948    Modell  exibel UX50

Les gjennom hele bruksanvisningen før produktet tas i bruk, og 
ta vare på den for fremtidig bruk. Vi tar forbehold om eventuelle 
feil i tekst og bilder, samt endringer av tekniske data. Ved tekniske 
problemer eller spørsmål, ta kontakt med kundesenteret vårt.

Produktbeskrivelse

Installasjon Mac, velg enhet og juster lydinstillingene

1.	 Touchknapp:
	- trykk en gang for å  
gjøre mikrofonen inaktiv 
og en gang til for å 
aktivere den.
	- hold inne i 2 sekunder 
for å aktivere støy-
reduseringen og i 
2 sekunder til for å 
deaktivere.

2.	 Mikrofon
3.	 LED-indikator:

	- Blå: mikrofonen er aktiv
	- Rød: mikrofonen er 
inaktiv 
	- Grønn: støyreduseringen 
er aktiv.

4.	 RGB: trykk og velg 
mellom 10 forskjellige 
lysinnstillinger for 
mikrofonen. 

5.	 MIC: juster 
mikrofonvolumet

6.	 MID: juster balansen 
mellom mikrofonen 
og datalyden ut til 
hodetelefonene.  

7.	 Mutter: løsne mutteren 
for å rotere eller tilte 
mikrofonen.

8.	 Fot
9.	 Hodetelefonutgang
10.	USB-C-port

Koble USB-C-kontakten (A) til mikrofonen. Koble USB-A- eller 
USB-C-kontakten (B) til datamaskinen. Mikrofonen installeres 
automatisk og LED-indikatoren tennes for å vise at den fungerer.

Windows, velg enhet og juster lydinstillingene

1.	 Høyreklikk på lydikonet 
i aktivitetsfeltet ved 
siden av klokken og 
velg Lydinnstillinger.

2.	 Velg exibel UX50 som 
inndataenhet. 

3.	 Dersom du vil bruke hodetelefonutgangen på mikrofonen, 
velger du exibel UX50 under utgangsenhet også. Hvis du 
allerede har hodetelefoner koblet til datamaskinen, trenger 
du ikke endre dette.

1.	 Gå til innstillinger.

3.	 Trykk på fliken 
inngang, velg  
exibel UX50. 

2.	 Trykk på lyd.

4.	 Trykk på fliken 
utgang. Dersom 
du vil bruke 
hodetelefon-
utgangen på 
mikrofonen, velger 
du exibel UX50 her også. Hvis du allerede har hodetelefoner 
koblet til datamaskinen, trenger du ikke endre dette.

Avfallshåndtering
Dette symbolet betyr at produktet ikke må kastes 
sammen med øvrig husholdningsavfall. Dette gjelder 
i hele EØS. For å forebygge eventuelle skader på 
helse og miljø som følge av feil håndtering av avfall, 
skal produktet leveres til gjenvinning, slik at materialet 
blir tatt hånd om på en tilfredsstillende måte. Benytt 
eksisterende systemer for returhåndtering eller kontakt 
forhandler når produktet skal kasseres. De vil ta hånd om 
produktet på en miljømessig forsvarlig måte.

Spesifikasjoner
Mål, mikrofon	 21,5 x Ø 4,5 cm
Mål, fot	 Ø 9,5 cm
USB-kabel	 USB-C til USB-C og USB-A
Tilkoblinger	 UCB-C inn 
	 Mikrofoninngang
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XF-A3202
章银凤

Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮

105mm

140mm

-3- -4--1- -2-

Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

XF-A3202

(exibel UX50)

-7-

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there 2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

-6-

(exibel UX50)
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XF-A3202
章银凤

Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮

105mm

140mm

-3- -4--1- -2-

Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202
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Note:
1. 尺寸:105*140mm 展开尺寸：525*140mm
2. 印刷：单黑双面印刷，对折风琴折。
3. 材质：80g白牛皮

105mm

140mm

-3- -4--1- -2-

Please read the manual carefully before using the product

INSTRUCTION MANUAL
XF-A3202 Condenser Microphone

microphone 2-in-1 USB cable

1.Product List

1. Microphone connection

2.Microphone function

Computer

Mobile phone

Note: Both USB and type-c ports
can be connected to a computer

2-in-1 USB cable

2-in-1 USB cable

4. Setting

1.Insert the free end of the included USB cable into the USB port on the computer. 
The LED light of the microphone will light up, indicating that the microphone is 
working. Your computer will automatically recognize the USB device and install the 
driver. But there may be no pop-up windows or messages.

2. Click on the Apple symbol at the top left of your screen, and select System
Preferences.

MAC OS

3.Next, click Sound to display the Sound preference pane.

3. Multi-mode RGB dynamic light effect
Gradient Mode           Blend Mode                Cool Mode

Colorful Mode            Yellow                         Green 

Cyan                          Blue                            Purple 

Lights off mode          Sound pressure mode   

11
modes

3.  Specification

Directivity: Cardioid

Sensitivity: -33土2dB(1.5V,680KΩ;0dB=1V/Pa,1KHz)

Frequency response: 80Hz-20000Hz

Sound pressure level: 110dB

S/N: ≥96dB

Distortion: <0.005%

Sampling rate: 192KHz/24bit

Input voltage: DC=5V

MICROPHONE PARAMETERS

Output power: 50MW

S/N: ≥96dB

Frequency response: 80Hz-20000Hz

Distortion: <0.005%

AUDIO OUTPUT PARAMETERS

Mute/Noise (Top Touch)  
Touch: Mute on/off
Long press 1-2s: Noise reduction mode

indicator light  
Blue light: normal operation 
red light: mute  
green light: noise reduction 

RGB keys
Switch light mode (11 light modes, the
light can be closure)

MIC 
Microphone volume level adjustment

MID
Turn the knob to the left to adjust the
monitoring volume, and the far left is to
turn off the real-time monitoring, only the
computer sound.Turn the knob to the right
to adjust the volume of the computer, and
the far right is to turn off the computer
sound, only real-time monitoring.Adjust the
knob to the middle to balance the computer
volume and the real-time monitoring volume.

2. Panel function

Monitor headphone jack  
Monitor the sound status in 
real time and adjust it in time

Type-C interface
Type-C interface

360°clockwise
rotation

RGB

MIC

MID

-5- -6- -7- -8-

XF-A3202

XF-A3202

4.Click the Input tab and select the "XF-A3202" as the device for sound input，and
adjust the input volume.

5.Click the output tab and make certain "XF-A3202" is selected as the default
output device. (This should have happened automatically.),Then adjust the
output volume.

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

Windows

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

XF-A3202

(3)Adjust input volume-Double click the "XF-A3202"  to open the Microphone
Properties window. (Note:Make sure that the microphone gain and headphone
volume knob is not on the zero position.) 

2. Output settings
Output computer audio from the microphone headphone jack
(1) Please insert the earphone into the earphone jack on the base, in the "Sound" 
menu,Select the "Playback" tab and set "XF-A3202" as the default device.

XF-A3202

Customer Notice5

Item model number: XF-A3202
Power supply symbol: DC5V
Rated supply voltage or rated supply voltage range: 5V
Rated current consumption or rated power consumption: 50mA
Output power: 0.5W
Safety warning
1. Do not disassemble the machine without permission.
2. It is strictly forbidden to use in water, exposure to sunlight or overheated
environment; keep away from danger sources such as open flame and corrosion.
3. Using in a high temperature environment and cold weather will reduce the
performance of the product.
4. Please use a charger that complies with safety regulations to charge.

(2)Double click the speaker ("XF-A3202")
is being used>>Properties>>levels>>drag progress bar to adjust volume of output.

XF-A3202

exibel UX50

adjust the input volume

1.Input settings                               
Plug the USB cable into your computer. The mic’s LED will illuminate, mic come to the
working status.
(1)Right-click the speaker icon at the bottom right of the screen and Click 
"Open sound settings".

(2) Select the recording tab, and then select "XF-A3202" As the default device. If there
is no change, please reset the computer and reinsert the USB port. 

exibel UX50

output volume.
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Pelimikrofoni
Tuotenro  39-3948    Malli  exibel UX50

Lue käyttöohje ennen tuotteen käyttöönottoa ja säilytä se 
tulevaa tarvetta varten. Pidätämme oikeuden teknisten tietojen 
muutoksiin. Emme vastaa mahdollisista teksti- tai kuvavirheistä. 
Jos tuotteeseen tulee teknisiä ongelmia, ota yhteys myymälään 
tai asiakaspalveluun.

Tuotekuvaus

Asennus Mac, valitse laite ja säädä ääniasetukset

1.	 Hipaisupainike:
	- Sammuta mikrofoni 
painamalla kerran, laita 
se päälle painamalla 
uudelleen.
	- Aktivoi kohinan-
vaimennus painamalla 
2 sekuntia, sammuta 
kohinanvaimennus 
painamalla uudelleen  
2 sekuntia.

2.	 Mikrofoni
3.	 LED-merkkivalo:

	- Sininen: Mikrofoni on 
päällä
	- Punainen: Mikrofoni ei 
ole päällä 
	- Vihreä: Kohinan-
vaimennus on päällä

4.	 RGB: Paina ja valitse  
10 eri valotilaa mikrofoniin 

5.	 MIC: Säädä mikrofonin 
äänenvoimakkuutta.

6.	 MID: Säädä mikrofonin  
ja tietokoneäänen 
tasapaino kuulokkeisiin.  

7.	 Mutteri: avaa mutteria,  

Liitä USB-C-liitin (A) mikrofoniin ja joko USB-C- tai USB-A-liitin 
(B) tietokoneeseen. Mikrofoni asentuu automaattisesti, ja LED-
merkkivalo syttyy osoittamaan, että mikrofoni toimii.

Windows, valitse laite ja säädä ääniasetukset

1.	 Napsauta hiiren oikealla 
painikkeella ääni-ikonia 
alhaalla tehtäväpalkissa 
(kellon vieressä) ja 
valitse Ääniasetukset.

2.	 Valitse exibel UX50 
sisääntulolaitteeksi. 

3.	 Valitse exibel UX50 ulostulolaitteeksi, jos haluat käyttää 
mikrofonin kuulokeporttia. Jos olet jo liittänyt kuulokkeet 
tietokoneeseen, tähän asetukseen ei tarvitse koskea.

1.	 Siirry asetuksiin.

3.	 Paina Output-
välilehteä ja valitse  
exibel UX50. 

2.	 Paina 
äänikuvaketta.

4.	 Paina Input-
välilehteä. Valitse 
exibel UX50, jos 
haluat käyttää 
mikrofonin 
kuulokeporttia. 
Jos olet jo liittänyt kuulokkeet tietokoneeseen, tähän 
asetukseen ei tarvitse koskea.

Kierrättäminen
Tämä kuvake tarkoittaa, että tuotetta ei saa hävittää 
kotitalousjätteen seassa. Tämä koskee koko EU-
aluetta. Hävittämisestä johtuvien ympäristö- ja 
terveyshaittojen välttämiseksi tuote tulee viedä 
kierrätettäväksi, jotta materiaalit käsitellään 
vastuullisesti. Kierrätä tuote käyttämällä paikallisia 
kierrätysjärjestelmiä tai ota yhteys ostopaikkaan. Ostopaikassa 
tuote kierrätetään vastuullisella tavalla.

Tiedot
Mikrofonin mitat	 21,5 x Ø 4,5 cm
Jalan mitat	 Ø 9,5 cm
USB-kaapeli	 USB-C - USB-C ja USB-A
Liitännät	 UCB-C-tulo 
	 Mikrofoniliitäntä

kun haluat säätää mikrofonia 360 astetta tai kallistaa sitä.
8.	 Jalka
9.	 Kuulokeliitäntä
10.	USB-C-liitäntä


